


Start Stop System is a system that automaticlally stops the engine 
when the vehicles is brought to a standstill, such as a traffic light, 
and then reactivates the engine when the vehicles moves 
again.Lucas has developed a battery that is durable with 
execellent charge acceptance and powerful current delivery to 
match the technological requirements and capabilities of these 
new generation vehicles.

Lucas, one of the most succesful automotive brand in history, was established in 1872  in Birmingham 
by Joseph Lucas. Lucas is world renowned as a supplier of premium qulity and technically-excelent 
automotive product for both vehicle manufacturers and the aftermarket. Over 125 years of engineering 
excellence coupled with spirit of innovation ensures their continued global success. Extensive range, 
technical durability, endurance, outstanding quality, growth, and expansion are very much a part of what 
Lucas is and has always been.

Lucas Battery uses 99.99% pure lead when compounding the lead 
calcium alloy. The fully automated production of the expanded grid 
has result in consistency, low rsistance and enhanced electrical 
current flow. The sealed maintenance free battery is suitable for long 
continuos use like in a high traffic condition. In addition, the upgraded 
battery has a higher Cold Cranking Amps (CCA) and Reserve 
Capacity (RC) in extreme temperatures. The improved design of the 
battery has proven to prevent acid leakage and gassing

30 240 45 187 127 200 222 8.9 40 5 2009.1
38 330 52 187 127 200 222 10.0 40 5 20010.2

48 460 80 236 129 200 222 12.7 32 5 16013.0
45 400 75 236 129 200 222 12.2 32 5 16012.5

60 500 99 231 173 203 225 15.4 24 5 12015.7
65 580 118 231 173 203 225 16.1 24 5 12016.4
50 400 85 257 173 203 225 15.7 24 5 12016.0
65 550 100 257 173 203 225 16.9 24 5 12017.2
70 580 120 257 173 203 225 17.6 24 5 12017.9
75 600 125 257 173 203 225 18.1 24 5 12018.4
75 600 130 303 173 203 225 19.9 18 6 10820.3
80 660 140 303 173 203 225 20.5 18 6 10820.9
85 670 140 303 173 203 225 20.8 18 6 10821.2
95 750 155 303 173 203 225 22.0 18 6 10822.5

Maintenance Free Automotive Battery

Battery

Sized Model Ah A Min mm mm mm mm kg kg pcs level pcs

Net
Weight

Gross
Weight

40B19 L/R
50B19 L/R
60B24 L/R
65B24 L/R
75D23 L/R
85D23 L/R
55D26 L/R
75D26 L/R
95D26 L/R
90D26 L/R
75D31 L/R
95D31 L/R
105D31 L/R
125D31 L/R

B19

B24

D23

D26

D31

Enhance Flooded Battery (EFB)

Battery

Sized Model Ah A Min mm mm mm mm kg kg pcs level pcs

Net
Weight

Gross
Weight

N55B24 55 500 88 236 127 200 223 13.7 32 5 16014.2
Q90D23 70 600 118 230 171 202 224 17.0 24 5 12017.5



DIN stand for Deutsches Institut für Normung  (German Industrial 
Standard). DIN batteries are suitable for Continental vehicles and 
selected Korean / Japanese makes. With our Lucas DIN 
Battery (Ultra Maintenance Free), it is designed to provide ultimate 
performance which enduring and consistent power 
performance with high durability technology.

Maintenance Free Automotive Battery

Battery

Sized Model Ah A Min mm mm mm mm kg kg pcs level pcs

Net
Weight

Gross
Weight

54459 L 44 400 80 207 175 190 190 12.3 24 6 14412.6
55559 L 55 480 90 242 175 190 190 14.4 24 6 14414.7

LN1

LN2

LBN3

LN3

LN4

LN5

55565 R 55 480 90 242 175 190 190 14.4 24 6 14414.7
56219 L 62 540 100 242 175 190 190 15.0 24 6 14415.3
56220 R 62 540 100 242 175 190 190 15.0 24 6 14415.3
57113 L 71 640 118 278 175 175 175 17.4 18 5 9017.7
56638 L 66 540 113 278 175 190 190 16.9 18 7 12617.2
56633 R 66 540 113 278 175 190 190 16.9 18 7 12617.2
57220 L 72 610 130 278 175 190 190 17.2 18 7 12617.5
57219 R 72 610 130 278 175 190 190 17.2 18 7 12617.5
57412 L 74 680 140 278 175 190 190 17.8 18 7 12618.2
57413 R 74 680 140 278 175 190 190 17.8 18 7 12618.2

58827 L 88 680 155 353 175 190 190 22.1 18 5 9022.5
58821 R 88 680 155 353 175 190 190 22.1 18 5 9022.5
59042 L 90 780 158 315 175 190 190 22.0 18 5 9022.3

59218 L 92 720 155 353 175 190 190 22.9 18 5 9023.3
60038 L 100 850 170 353 175 190 190 23.5 18 5 9023.9



Power your journey with our Low Maintenance Series (Conventional). 
Enjoy reliable performance, extended lifespan, easy maintenance, 
eco-friendly design, and trusted reliability.It requires only regular main-
tenance examination to ensure the right level of distilled water in the 
battery and may be re�lled with distilled water as and when necessary.

Low Maintenance Automotive Battery

Battery
Number

of
Plate

Sized Model Ah A Min pcs mm mm mm mm kg kg pcs level pcs

Net
Weight

Gross
Weight

10
11
11
13
8
9
11
12
13
14
15
17
21
25
33

NS40Z L/R 35 260 52 195 127 200 223 5.4 40 8 3205.7
N40 L/R 40 195 61 236 127 200 223 6.1 32 8 2566.4

NS60A L/R 40 195 61 236 127 200 223 6.1 32 8 2566.4
NS60 L/R 45 295 70 236 127 200 223 7.7 32 8 2568.0
N50A L/R 40 230 61 256 170 203 225 8.9 24 8 1929.2
N50 L/R 50 250 79 256 170 203 225 9.0 24 8 1929.3

N50Z L/R 60 290 98 256 170 203 225 10.6 24 8 19210.9
NS70 L/R 65 410 108 256 170 203 225 11.1 24 8 19211.4
N70 L/R 70 340 118 303 170 203 225 12.2 18 8 14412.5

NS100 L/R 75 380 128 303 170 203 225 13.5 18 8 14413.8
NX120-7 L/R 85 565 148 303 170 203 225 14.9 18 8 14415.2

N100 L/R 100 475 179 406 173 209 232 16.0 12 7 8416.6
N120 R 120 575 223 502 180 210 255 21.3 12 7 8421.7
N150 R 150 685 290 505 220 210 255 25.1 8 7 5625.8
N200 R 200 765 407 517 275 216 266 31.6 8 7 5632.2

B20

B24

D26

D31

E41
F51
G51
H52






